blade of scissors was introduced into the can and it was cut circumferentially, vertically, and circumferentially again to obtain a rectangular sheet of aluminum. The breadth of the aluminum was cut according to the height of the eyepiece. Then, the aluminum sheet was placed around the eye piece of the microscope and an adhesive tape was applied to fix the rolled sheet. Thus, a cylinder was made. After that, a piece of cardboard was taken from scrap packaging material. The cylinder was kept on the cardboard and a circle was marked surrounding the cylinder on the cardboard with a pencil. A compass was used to mark the center of the circle. A smaller circle was drawn according to the circular shape of the camera glass of the smartphone and was cut off. Then, the aluminum cylinder was attached to the drawn circle on the cardboard with an instant adhesive.
Procedure of photomicrography
The smartphone was placed on the cardboard, opposite to the side of the attached cylinder.
The position of the smartphone camera lens was confirmed on the center of the small hole by looking through the cylinder. Left index finger and left thumb were used to stabilize the phone with the cardboard on the left side [ Figure 2 ]. Right index finger and right small finger were used to stabilize the phone with cardboard on the right side. Right thumb was used to click the capture button on smartphone screen. Keeping the sSADP and smartphone together, the cylinder of the sSADP was advanced on the microscope eyepiece to the farthest lower position. A small illuminated area appeared on the smartphone screen. Then, the sSADP and phone was slowly moved upward to get a clear image on the screen and the image was captured. These images had a black background surrounding the circular field, as shown in the left column images in Figure 3 . With the same settings, the camera was set at 2.5 × digital zoom and the same procedure was followed, and the captured images are shown on the right column of images in Figure 3 .
Developed with virtually zero cost this easy to make sSADP can be used in settings where advanced microscope with image capture facility is not available.
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